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Pack = Fuel Cell + Steel nails 


for hoseless and cordless nailers to fasten: steel, sheet metal, wood, concrete.





  Technical Data:


- Can: aluminium 99,7


- Valve: 1“ BagOnValve, Pat. pending


- Fuel-Type: clean propane/butane


- Oil: full synthetic 2-cycle motor -oil


- Temperature range: -5°C bis +50°C








BeA  Fuel Cell advantages:


- Larger quantity of fuel


  40 g cell clean propane / butane, guaranteed to shoot more than 1.000 nails


  25 g cell clean propane / butane, guaranteed to shoot more than 700 nails


- Best function at low temperature range


- Non-polluting propellant 


   >Grüner Punkt< , 


   >registered  trade mark< 








�
Article description:�
Article code:


(Pack)�
Steel-


Nails,


Length,


mm�



Pack,


kg�
Carton,


kg�
Guaranteed to fit 


in tool type:�
�
�
CN 26x15 P700�
10400620�
15�
1,3�
13,7�
�
�
�
CN 26x20


P700�
10400621�
20�
1,4�
14,7�
�
�
�
CN 26x25


P700�
10400622�
25�
1,7�
17,7�
Pulsa 700 P�
�
�
CN 26x30


P700�
10400623�
30�
1,8�
18,7�
�
�
�
CN 26x35


P700�
10400624�
35�
2,1�
21,7�
�
�
�
CN 26x40


P700�
10400625�
40�
2,3�
23,7�
�
�
�
CN 26x15 P1000�
10400614�
15�
1,3�
13,7�
�
�
�
CN 26x20


P1000�
10400615�
20�
1,4�
14,7�
�
�
�
CN 26x25


P1000�
10400616�
25�
1,7�
17,7�
P 1000 / TF�
�
�
CN 26x30


P1000�
10400617�
30�
1,8�
18,7�
�
�
�
CN 26x35


P1000�
10400618�
35�
2,1�
21,7�
�
�
�
CN 26x40


P1000�
10400619�
40�
2,3�
23,7�
�
�
*Pack: Quantity of gas is sufficient for quantity of nails in box.


  Prices plus charge for shipment and for the resp. VAT.





BeA Deutschland Befestigungstechnik GmbH,  Bogenstraße 43-45, D-22926 Ahrensburg, Tel.: (04102) 78-0
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Metering valve part of the fuel cell











Metering valve integrated in the nailer
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Steel nails:


Head Ø, 6,3 mm;  Shank Ø, 2,6 mm


Nails per strip: 10


Plastic collation material: halogen-free














�










_1142187986.doc
[image: image1.png]






